
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Feature 

Universal Input support RTD : PT-100, Cu50,Cu 100 

Thermocouples : J,K,E,R,S,B,N 

2 wire 4-20mA Output 

Input configurable via PC Software OR android Smart phone 

Built in cold -Junction Compensation 

High accuracy 0.1% for RTD , 0.2% for TC  

USB Cable for configuration purpose can draw power form 

PC directly Separate 24 Vdc Power Source is no need 

 

 

  WIRING DIAGRAM  
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 SPECIFICATION  
 

Power : 12…..35VDC 

Accuracy (at 20°C ) : RTD 0.1%, TC 0.2% 

Response time : 1ms to 90% of maximum output 

Load : 250Ω or 500Ω 

Temperature Drift : 0.01% F.S./°C 

Output : 4…..20mA 

Current Limit : 20.1mA 

Sensor : RTD, TC 

Working Temperature : (-40).....80°C 

Mounting Screw : M4.0*2 
 

 

 

Applications 
- Tyre Industry 

- Aluminum Industry 

- Automotive sector 

 
 
 

- Induction heating 

- Food Equipment 

- Process Industry  

 
 
 

- Chemical Chambers 

- Oil temperature measurement 

- Water temperature measurement 
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